
LED Semi-Cutoff Wall Pack light

1/5

The Semi-Cutoff Wall Pack LED 
Lighting Series can be widely used for 
Indoor or Outdoor (Wet Location) 
Excellent for Museums,Art Galleries, 
Shopping Malls, Office Buildings, 
Walls and many other applications.

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W
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70W & 4000K                                                                           120W & 4000K

WWWSSSDDD---HHHWWWPPP222888444222555666777WWW222777---333444555KKK

28W

7496 lm

＞140 lm/W

＞0.95

＞89%

WET

Packaging information:

WSD-HWP2842567W27-345K:

Carton Size:370MMX205MMX178MM
                    14.57” X8.07” X7.01”  (1Pcs/CTN)

WSD-HWP48729612W27-45K: Carton 
Size:370MMX170MMX170MM
                    14.57” X6.69” X6.69” (1Pcs/CTN)

• Lumileds LED, high luminous efficiency and long 

   working life .

• High efficiency LED Driver, the wide range input 

   voltage AC120-277V.

• Die Cast aluminium cooling design,high quality  

   and better cooling for LED Tj < 85℃.

• Excellent Optics design, greatly improve the light 

   utilization and evenness.

• The 1-10V Dimming type is continuous.

48W

4483 lm

    C CT 
Sel e ctable

POWER 
Sel ectable

WWWSSSDDD---HHHWWWPPP444888777222999666111222WWW222777---444555KKK

4000K,5000K

42W 70W 72W56W 96W 120W

5896 lm 7740 lm 9753 lm 10985 lm 14162 lm 17226 lm

95.3X62.9°

28-70W                                                               48-120W

FFFAAACCCTTTOOORRRYYY   SSSEEETTTTTTIIINNNGGGSSS
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DIMENSION:

ORDERING INFORMATION:

EXXXAMPLLLE::: 
WSD-HWP2842567W27-345K-Z[D,W,B,S]-Y[Blank,P] / WSD-HWP48729612W27-45K-Z[D,W,B,S]-Y[Blank,P]
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WSD HWP 2842567 27

HWP
Semi-Cutoff 
Wall Pack 
light

2842567
28W/42W
56W/70W
48729612
48W/72W
96W/120W

27
AC120-277V

WSD LED INC

345K

LED Semi-Cutoff Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

CCTPRODUCTCOMPANY POWER VOLTAGE

345K
3000K/4000K/5000K
45K
4000K/5000K

Control Module:

Specifications: 
Shell materials: Aluminum & PC.
Finish: Dark Bronze(Standard)
Net weight：
                  28-70W:6.88(lbs)
                 48-120W:9.1(lbs)

   Product Size:
  28-70W:356.2mmX158.9mmX198.5mm

               14.03”X6.26”X7.82”
48-120W:355mmX156.9mmX154.5mm

                13.98”X6.18”X6.08”

Z

FINISH

D (Dark Bronze)
W (White)
B (Black)
S (Silvery)

Y

P (Photocell)

CONTROL

28-70W

48-120W

→

→

28-70W                                                                         48-120W
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PHOTOMETRICS:

WWWSSSDDD---HHHWWWPPP222888444222555666777WWW222777---333444555KKK (28W&4000K)

WWWSSSDDD---HHHWWWPPP222888444222555666777WWW222777---333444555KKK (42W&4000K)

For complete IES files, please visit our website.

LED Semi-Cutoff Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

WWWSSSDDD---HHHWWWPPP222888444222555666777WWW222777---333444555KKK (56W&4000K)
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AVERAGE BEAM ANGLE(50%):88.3 DEG
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131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m
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 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.3877lx 0.03601fc

  5% 0.6461lx 0.06002fc

 10% 1.292lx 0.12fc

 30% 3.877lx 0.3601fc

 50% 6.461lx 0.6002fc

0.5m 90.22cm2479,5175lx

1m 180.44cm619.7,1294lx

2m 360.88cm154.9,323.4lx

3m 541.32cm68.86,143.7lx

4m 721.76cm38.73,80.85lx

Height Eavg,Emax DiameterAngle:84.11deg

Flux out:1693 lm
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32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.5646lx 0.05245fc

  5% 0.9409lx 0.08742fc

10% 1.882lx 0.1748fc

30% 5.646lx 0.5245fc

 50% 9.409lx 0.8742fc

0.5m 77.27cm4191,7539lx

1m 154.54cm1048,1885lx

2m 309.07cm261.9,471.2lx

3m 463.61cm116.4,209.4lx

4m 618.14cm65.48,117.8lx

Height Eavg,Emax DiameterAngle:75.38deg

Flux out:2009 lm
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AVERAGE BEAM ANGLE(50%):85.0 DEG

0

900

1800

2700

3600

4500
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AAAAAAAAAAAAAAAAAAAAAAAAAAA

0.5m 78.78cm5287,9873lx

1m 157.57cm1322,2468lx

2m 315.13cm330.4,617.1lx

3m 472.70cm146.9,274.3lx

4m 630.27cm82.61,154.3lx

Height Eavg,Emax DiameterAngle:76.46deg

Flux out:2723 lm 131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.7397lx 0.06872fc

  5% 1.233lx 0.1145fc

10% 2.466lx 0.2291fc

30% 7.397lx 0.6872fc

 50% 12.33lx 1.145fc
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PHOTOMETRICS:

WWWSSSDDD---HHHWWWPPP222888444222555666777WWW222777---333444555KKK (70W&4000K)

For complete IES files, please visit our website.

LED Semi-Cutoff Wall Pack light

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

WWWSSSDDD---HHHWWWPPP444888777222999666111222WWW222777---444555KKK (48W&4000K)

WWWSSSDDD---HHHWWWPPP444888777222999666111222WWW222777---444555KKK (72W&4000K)
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131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m
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 26.2'  8.00m
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 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.8388lx 0.07792fc

  5% 1.398lx 0.1299fc

 10% 2.796lx 0.2597fc

 30% 8.388lx 0.7792fc

 50% 13.98lx 1.299fc
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0.5m 84.59cm5596,11189lx

1m 169.18cm1399,2797lx

2m 338.35cm349.7,699.3lx

3m 507.53cm155.4,310.8lx

4m 676.70cm87.43,174.8lx

Height Eavg,Emax DiameterAngle:80.45deg

Flux out:3321 lm

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m
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16.00m

52.5'
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 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 0.8975lx 0.08338fc

  5% 1.496lx 0.139fc

 10% 2.992lx 0.2779fc

 30% 8.975lx 0.8338fc

 50% 14.96lx 1.39fc
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0.5m 65.30cm7186,11987lx

1m 130.61cm1797,2997lx

2m 261.22cm449.1,749.2lx

3m 391.83cm199.6,333.0lx

4m 522.44cm112.3,187.3lx

Height Eavg,Emax DiameterAngle:66.29deg

Flux out:2568 lm

0.5m 61.84cm10728,17076lx

1m 123.67cm2682,4269lx

2m 247.35cm670.5,1067lx

3m 371.02cm298.0,474.3lx

4m 494.70cm167.6,266.8lx

Height Eavg,Emax DiameterAngle:63.46deg

Flux out:3290 lm

131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

  3% 1.280lx 0.1189fc

  5% 2.133lx 0.1981fc

 10% 4.265lx 0.3962fc

 30% 12.80lx 1.189fc

 50% 21.33lx 1.981fc

Address: 1250 Wattley Way, Suite 100, McKinney, TX 75069
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PHOTOMETRICS:

WWWSSSDDD---HHHWWWPPP444888777222999666111222WWW222777---444555KKK (96W&4000K)

WWWSSSDDD---HHHWWWPPP444888777222999666111222WWW222777---444555KKK (120W&4000K)

For complete IES files, please visit our website.
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131.2' 40.00m
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 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m
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MOUNTING HEIGHT: 33'(10.0m)

  3% 1.625lx 0.1509fc

  5% 2.708lx 0.2516fc

 10% 5.415lx 0.5031fc

 30% 16.25lx 1.509fc

 50% 27.08lx 2.516fc
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0.5m 60.33cm13593,21691lx

1m 120.66cm3398,5423lx

2m 241.31cm849.6,1356lx

3m 361.97cm377.6,602.5lx

4m 482.63cm212.4,338.9lx

Height Eavg,Emax DiameterAngle:62.20deg

Flux out:4169 lm

0.5m 59.11cm14209,22273lx

1m 118.22cm3552,5568lx

2m 236.44cm888.1,1392lx

3m 354.65cm394.7,618.7lx

4m 472.87cm222.0,348.0lx

Height Eavg,Emax DiameterAngle:61.17deg

Flux out:4029 lm
131.2' 40.00m

105.0' 32.00m

32.00m

105.0'

 78.7' 24.00m

 52.5' 16.00m

16.00m

52.5'

 26.2'  8.00m

  0.0'  0.00m

0.00m

0.0'

 26.2'  8.00m

 52.5' 16.00m

16.00m

52.5'

 78.7' 24.00m

105.0' 32.00m

32.00m

105.0'

131.2' 40.00m

MOUNTING HEIGHT: 33'(10.0m)

 3% 1.668lx 0.155fc

 5% 2.781lx 0.2583fc

10% 5.562lx 0.5167fc

30% 16.68lx 1.55fc

 50% 27.81lx 2.583fc

Wattages: 28W,42W,56W,70W;48W,72W,96W,120W

LED Semi-Cutoff Wall Pack light
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